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HYGROSMART®- ADHESIVE TH-70

Vysoce vykonné lepidlo na bazi cementu, vyztuzené vilakny,
pro tepelné izolacni desky, bez vertikalniho stékani.

HYGROSMART®-ADHESIVE A100 je vysoce
kvalitni, vlakny vyztuzené lepidlo na bazi cementu
vhodné pro lepeni tepelné izolaCnich desek.
Materidl se snadno nanasi a vykazuje vynikajici
technické vlastnosti, pfilnavost a zadné vertikalni
stékani.

Vyrobek je certifikovan CE jako tovarné vyrabéna
omitkova malta na bazi anorganickych pojiv pro
vnéjsi a vnitini pouziti na stény, stropy, sloupy a
pricky dle normy EN 998-1: 2016, jako
cementové lepidlo na dlazdice C2TE s nulovym
skluzem dle normy EN 12004 : 2007 + Al: 2012
a jako lepidlo pro pokladku tepelné izolacnich
desek z extrudovaného polystyrenu (XPS),
expandovaného polystyrenu (EPS), mineralniho
dfeva / mineralni viny (MW / RW) a polyuretanu
(PU) na vnéjsi fasady budov a na beton nebo
omitky/omitkové podklady dle normy EN 13499:
2003 a ETAG 004.

Nejvhodnéjsi lepidlo pro instalaci tepelné izolacnich
desek z extrudovaného polystyrenu (XPS),
expandovaného polystyrenu (EPS), mineralni viny
(MW/RW) a polyuretanu (PU) na vnéjsi fasady
budov a na betonové nebo omitkové podklady.
Pouziva se také k pretreni tepelné izolacnich desek
pomoci specialni sité ze sklenénych vldken.

e Vysoka pocatecni a finalni prilnavost
e 0Odolné vihkosti
e Bez vertikalniho stékani

Pfiprava podkladu:

Odstrante necistoty od oleje, mastnoty a vosku.
Musi byt odstranéno cementové mléko, vSechny
volné Casti. Nerovnosti povrchu vypliite vhodnym
vyrobkem.

Homogenizujte smés lepidla s vodou po dobu
minimalné 3 minut, dokud nebudou viditelné zadné
hrudky. Pokud je podklad velmi suchy, pred
aplikaci ho navlhcete. Naneste lepidlo a zafixujte
tepelné izolacni desky mirnym tlakem.

Michani - aplikace:

HYGROSMART®-ADHESIVE TH-70  (25kg)
postupné pridavejte za mechanického michani k 6-
6,5 kg vody.

Lepidlo naneste na tepelné izolacni desky a
rozetfete zubovou stérkou pro rovnomérné
rozetreni po celém povrchu.

Teplota pri aplikaci by méla byt mezi +5 a 35°C.

3-5 kg/m?.

Po pouziti vycCistéte Stétce a nacini vodou. Zaschly
materidl je mozné odstranit pouze mechanickymi
prostiedky.

25 kg
Barva: bila

Certified quality, environmental and occupational health & safety management systems:

ISO 9001/14001 & ISO 45001.
Distributor v CR: REPROF s.r.o0., info@reprof.eu
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HYGROSMART®-ADHESIVE TH-70 obsahuje V suchém prostfedi pfi teplotach 5-25°C Ize

cement, je tedy ziravy. Pouzivejte prosim uchovéavat az 12 mésicl v originalnim neotevieném

ochranné obleceni a prostfedky béhem aplikace. , " . , N
P Y P baleni. Po otevreni spotrebujte co nejdrive.
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2085
ALCHIMICA S.A.
Lampsakou 7, Athens - GREECE
18
PTD-008/15112018
EN 12004:2007+A1:2012

HYGROSMART ADHESIVE TH-70
Cementitious adhesive for ceramic tiles for external and internal use

PROPERTY PERFORMANCE
High initial tensile adhesion strength >1.0 N/mm?
High tensile adhesion strength after >1.0 N/mm?
water immersion
High tensile adhesion strength after >1.0 N/mm?
heat ageing
High tensile adhesion strength after >1.0 N/mm?
freeze-thaw cycles
Open time (extended): tensile adhesion >0.5 N/mm?
strength
after not less than 30 min
Slip <0.5 mm
Reaction to fire Euroclass Al
Dangerous substances In accordance with 4.5

Certified quality, environmental and occupational health & safety management systems:
ISO 9001/14001 & ISO 45001. HYGROSMART-ADHESIVE TH-70/EE/01-09-2018
Distributor v CR: REPROF s.r.o0., info@reprof.eu
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2085
ALCHIMICA S.A.

Lampsakou 7, Athens - GREECE
18
4P-0184/08102018
EN 998-1:2016
System 4-Testing laboratory Directorate at Eurotest Control EAD (2085)
HYGROSMART ADHESIVE TH-70
Factory made rendering/plastering mortar based on inorganic binders for external and internal use
on walls, ceilings, columns and partitions

PROPERTY RESULT
Dry bulk density of hardened mortar 1460 kg/m®
Compressive strength 11.7 N/mm? for category CS IV
Adhesive strength 1.5 N/mm? fracture pattern type b
Capillary water absorption coefficient 0.19 for category Wc 2
Reaction to fire Euroclass Al
Dangerous substances In accordance with 5.3.4
c2085€

ALCHIMICA S.A.

Lampsakou 7, Athens - GREECE
18
4P-0187/08102018
EN 13499:2003 and ETAG 004
System 4-Testing laboratory Directorate at Eurotest Control EAD (2085)

HYGROSMART ADHESIVE TH-70
Adhesive for installation of thermal insulation boards from extruded polystyrene (XPS), expanded
polystyrene (EPS), mineral wool/rock wool (MW/RW) and polyurethane (PU) on building external

facades and on concrete or plaster/render substrates

PROPERTY RESULT
Bond strength between adhesive and concrete 1.24 N/mm?
substrate at standard conditions
Bond strength between adhesive and concrete 1.18 N/mm?

substrate after immersion in water for 2 days
and 2 hours drying at standard conditions
Bond strength between adhesive and concrete 1.56 N/mm?
substrate after immersion in water for 2 days
and 7 days drying at standard conditions
Bond strength between adhesive and EPS/XPS
substrate at standard conditions:

-EPS 0.12

Certified quality, environmental and occupational health & safety management systems:
ISO 9001/14001 & ISO 45001. HYGROSMART-ADHESIVE TH-70/EE/01-09-2018
Distributor v CR: REPROF s.r.o0., info@reprof.eu
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-XPS 0.14

Bond strength between adhesive and EPS/XPS
substrate after immersion in water for 2 days
and 2 hours at standard conditions:

-EPS 0.09
-XPS 0.12
Bond strength between adhesive and EPS/XPS
substrate after immersion in water for 2 days
and 7 days at standard conditions:

-EPS 0.13
-XPS 0.14
Reaction to fire Euroclass Al
Dangerous substances Does not contain
VLASTNOST JEDNOTKY VYSLEDEK
Potfeba vody % 25% dle vahy
Hustota suché smési kg/! 1,45
Doba zpracovatelnosti v nddobé& hodiny 24
Doba zpracovatelnosti na misté minuty 30
PFilnavost k betonu N/mm? > 1.00
Skluznost mm 0

ZADNE Z NASICH ZVEREINENYCH INSTRUKCI A SPECIFIKACI, PISEMNE NEBO JINE, JSOU ZAVAZNE VSEOBECNE NEBO SE VZTAHUJf NA JAKAKOLI PRAVA
TRETICH STRAN, NEBO ZJEDNODUSUJ ZUCASTNENYM STRANAM JEJICH POVINNOST, KTERE MAJf PRODUKTU DO PRIPADNEHO ZKOUSEN{ JEHO VHODNOSTI. V

ZADNEM PRIPADE NENI ALCHIMICA S.A. ZODPOVEDNA ZA JAKEKOLIV SKODY NA PRIRODE, JAKEKOLI JSOU ZE STRANY POUZITI NEBO VZTAHU NA INFORMACE
NEBO PRODUKTU, KTERYM SE INFORMUJI.
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Certified quality, environmental and occupational health & safety management systems:
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